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COARSE AGGREGATE

TEMPORARY CONSTRUCTION ENTRANCE

8' MAX. STD. STRENGTH FABRIC W/ WIRE FENCE

6' MAX EXTRA STRENGTH W/O WIRE FENCE

~ TOP_STRAND MIN. #14 GUAGE

L 1" MIN. WIRE OR

ZIP TIES; MIN. 50 LB

TENSILE STRENGTH

TAY AND LINE W\Rég MIN.| #14 QUAGE

=

BOJTOM_STRAND [MIN. #[14 GUAGE

X

NOTES:

1. WIRE FENCE (IF USED) SHALL BE MINUMUM 14 GAUGE WITH
A MAXIMUM MESH OPENING OF 6—INCHES.

2. SYNTHETIC FILTER FABRIC OF AT LEAST 95% BY WEIGHT OF
POLYOLEFINS OR POLYESTER, WHICH IS CERTIFIED BY THE
MANUFACTURER OR SUPPLIER AS CONFORMING TO THE
REQUIREMENTS IN ASTM D 6461 AND ALSO SHOULD CONTAIN
ULTRAVIOLET RAY INHIBITORS AND STABILIZERS ACCORDING TO
AST™M D 4355,

3. SEE THE NC EROSION CONTROL MANUAL FOR

SPECIFICATIONS INSTALLING SEDIMENT FENCE USING THE
SLICING METHOD MACHINERY.

TEMPORARY SILT FEN
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X

STEEL POST

SILT FENCE

MIN. 2'-0"

GROUND LINE

MN. 2'-0"

N SLSLNEN

4" X 8" TRENCH LINED W/ 12" OF
FABRIC AND COMPACTED FILL ON TOP

CE

BN

3XH

STONE FILLER—#57 STONE

L=
127 MIN
" MAX.

8

CLASS "B" RIP-RAP

SECTION B-B

NOT TO SCALE

SPILLWAY—W MIN.

2/3 STREAM WIDTH

SPILLWAY SHALL BE

1" MIN. BELOW LEVEL
OF LOWEST BANK

12" MIN.
18" MAX.

SECTION A—-A

ROCK CHECK DAM

AS PERMITTED BY NCDENR, DIVISIONS OF WATER QUALITY AND LAND RESOURCES, A STORMWATER

PERMIT WILL REQUIRE SELF—MONITORING REPORTS (WEEKLY, >1” RAIN EVENT) OR SELF—INSPECTION REPORTS AFTER EACH CONSTRUCTION
PHASE, BASED ON ELEMENTS OF THE E&SC PLAN.

LAND DISTURBING ACTIVITIES MUST BE MANAGED TO AVOID SEDIMENT RUN—OFF AND POLLUTION FROM CONSTRUCTION SITES.

WHERE PERMITTED LOCALLY BY NEW HANOVER COUNTY, AN EROSION AND SEDIMENT CONTROL (E&SC) PLAN WILL CONTAIN DETAILS AND
GUIDANCE. E&SC PLANS ARE PERFORMANCE BASED AND OFTEN REQUIRE ADJUSTMENTS OR REPAIRS.
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